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�  Enter code position   2-X 

The user is deleted 

4. DISABLING USER CODES (manager function) 
�  Enter manager (master) code and hold last digit (<7<7) 
� Press and hold key Í  until (<7<7). The light remains on during the following actions: 
�  Enter code position of the user to be disabled  2-X 

The user is disabled 

5. REACTIVATING USER CODES (manager function) 
�  Enter manager (master) code and hold last digit (<7<7) 
� Press and hold key Í  until (<7<7). The light remains on during the following actions: 
�  Enter code position of the disabled user 2-X 

The user is reactivated 

6. CHECKING KEYPAD 
Press and hold key Î  until double beep. The light remains on during the following actions 
�  Press the key  corresponding to the position to check (2-9) 
A double beep (<7<7) indicated that the user exists is in working conditions 

7. CHECKING USERS (master and manager function) 
�  Enter manager (master) code and hold last digit (<7<7) 
� Press and hold key Ë until (<7<7). The light remains on during the following actions: 
�  Successively press each digit  (0-9) 
A double beep (<7<7) indicated that the user exists, a long beep (<777) that the position is free or 
not available (the function aborts).        to exit the function 

8. OPENING 
� Enter code, turn handle and open.  

If not opened within 3 seconds, lock secures automatically. 
In time delay mode, entering a first code will start the delay, after the delay period enter a valid 
code to open. During the delay, the light blinks every 2 seconds. 
In dual control mode, the first combination can be the master's one. 
Locking: Close door and turn handle fully to closing position. The lock is secured. Control 
blocking status by trying to turn the handle back. 
Manipulation protection: Entry of 4 consecutive invalid codes blocks the keypad for 5 minutes. 
During this period, the light flashes every 10 seconds and any key press causes a long signal. 
After expiration of the penalty period, entry of 2 more invalid codes restarts a 5 minute blocking 
period. 
Safety references: All codes are to be securely stored. Do not use personal data (i.e. birthday or 
phone numbers). Change the factory code before you start using the safe. 

POWER SUPPLY / CHANGING BATTERY  
A series of beeps indicates that the battery is low and must be replaced. The sliding cover of the 
battery compartment is located at the bottom of the entry unit. 
 
 
 
 

 



� � � � � � �� 	 
� � 


� 
 � � �� 
� � � � �
� � � � �
� � � � 
� 
� � � � 

 Operating  instructions 

PRINCIPLES 
 Six, seven or eight digit or letter codes.  

 One master, one manager and up to eight users. 

 Timedelay 1 to 99 minutes. Manager override can be allowed. 

 Programmable dual control. Manager override can be allowed. 

 Each key press is confirmed by a beep <7 and a light signal :" ; . 

 A double beep <7<7 indicates a valid action, a long beep <777  
an invalid action or a wrong code. 

 Four invalid codes start a five minutes delay period 

 Low battery warning 

 
Made in the EC 
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FACTORY MODE 
As long as the master code has not been changed, the lock is in factory mode. 

�  1 Master code �  No manager or user codes 
�  6 digit codes �  Maximum 8 users 
�  No Timedelay �  No dual control 

�  Any digit from 1 to 4 and 6 to 9 opens the lock 
�  Pressing and holding key Î  until double beep starts keypad test.  
�  Master code is Î -Î -Î -Î -Î -Î . This code is used to set the lock parameters and program 

the manager and users codes. 

PROGRAMMING (Master functions) 
1. SELECTING CODE LENGTH:  
�  Enter master code and hold last digit  (<7 <7) 
�  Press and hold key Ð until (<7<7). The light remains on during the following actions: 
�  Enter code length 6, 7 or 8 (<7<7) 
�  Reenter code length 6, 7 or 8 (<7 <7) 

If the Master changes the code length when the lock is in operation, all existing users 
are deleted and the master code is reset to 6, 7 or 8 Î . Timedelay and dual control 
remain unchanged 

2. LIMITING THE NUMBER OF USERS:  
�  Enter master code and hold last digit (<7<7) 
�  Press and hold key Ï  until (<7 <7). The light remains on during the following actions: 
�  Enter maximum number of users / 0 to 8 /  (<7<7) 
�  Reenter maximum number (<7 <7) 

3. PROGRAMMING TIMEDELAY:  
�  Enter master code and hold last digit (<7<7) 
�  Press and hold key Ñ until (<7 <7). The light remains on during the following actions: 
�  Enter Timedelay mode  0: no delay 
   1: Standard delay  
   2: Delay with manager override  
�  Enter the delay  period in minutes / 2 digits from / 01 to 99 (00 if no Timedelay) 
�  Enter the open window in minutes / 2 digits from / 01 to 09  (00 if no Timedelay) (<7<7) 
�  Reenter all five digits (Mode, delay period, open window) (<7<7) 

4. PROGRAMMING DUAL CONTROL:  
�  Enter master code and hold last digit (<7<7) 
�  Press and hold key Ò until (<7 <7). The light remains on during the following actions: 
�  Enter dual control mode  0: no dual control (<7<7) 
   1: Standard dual control (<7<7) 
   2: Dual control with manager override (<7<7) 
�  Reenter to confirm (<7<7) 

5. PROGRAMMING MANAGER AND USERS CODE  
Note: Users can only be programmed by the master if the factory code has not been changed 

�  Enter master code and hold last digit (<7<7) 
�  Press and hold key Ê until (<7 <7). The light remains on during the following actions: 
�  Enter code position  1: Manager (<7<7) 
   2-9: Users 1 to 8 max. (<7<7) 
�  Enter new code twice (<7<7 after each) 

6. SETTING THE LOCK INTO OPERATION MODE 
� Enter master code and hold last digit (<7<7) 
�  Press and hold key     until (<7<7). The light remains on during the following actions: 

�  Enter current code (<7<7) 
�  Enter new code twice (<7<7after each) 
In case of entry error (<777), the old code remains valid. The code can be changed at any time. 

OPERATION  
1. ADDING USER CODES (manager function) 
Master can only manage users as long as the lock is in factory mode 
�  Enter manager (master) code and hold last digit (<7<7) 
�  Press and hold key Ê until (<7<7). The light remains on during the following actions: 
�  Enter code position   2-X   

The number of users (X) is limited to the number programmed through function Ï  
If position number is existing (<7<7), if not (<777) function aborts. 

�  Enter new code twice (<7<7 after each) 
Note:  If a user already existed in this position it will be automatically replaced. 
In dual control mode, without manager override, a first code must be entered before the 

manager's one. The manager cannot modify the user who entered his code first. 

2. CHANGING A CODE  
�  Enter master, manager or user code and hold last digit (<7<7) 
�  Press and hold key     until (<7<7). The light remains on during the following actions: 

�  Enter current code (<7<7) 
�  Enter new code twice (<7<7after each) 
In case of entry error (<777), the old code remains valid 
Changing the master code for the first time will turn the master to an active status; this operation 

cancels the test mode. 

3. DELETING USER CODES (manager function) 
�  Enter manager (or master, in factory mode) code and hold last digit (<7<7) 
�  Press and hold key Ì  until (<7<7). The light remains on during the following actions: 
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